
AquaSense Battery
Pow
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Valves/Retrofit Kits

INSTALLATION
INSTRUCTIONS

Automatic Sensor Retrofit Kit
For Urinals and Toilets
ZERK-CP Chrome-Plated Cover
ZERK-CPM Chrome-Plated Metal Cover
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2 E-Z FLUSH COMPONENTS
E-Z FLUSH

BATTERY 
COMPARTMENT WRENCH

GASKET

4 “C” ALKALINE
BATTERIESWRENCH
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The E-Z Flush™ sends out a continuous infrared beam that is reflected back by the presence of a person in front of the urinal or toilet.
The technology differentiates between someone walking past the unit or actually using the fixture. E-Z Flush models ZERK-CP and 
ZERK-CPM retrofit Zurn and Sloan valves. For Delaney valves, order model ZERK-CP-LY or ZERK-CPM-LY.

DESCRIPTION

User Approaches

E-Z Flush
Senses User

E-Z Flush Flushes
When User Leaves
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Collar Nut

Collar Gasket

Shut off water supply at stop.

A – Using the supplied wrench, loosen
handle nut.

B – Remove handle from flush valve.

Note: A small amount of water may
drip from the port.

C – Place gasket into nut and attach
the E-Z Flush unit where the handle
was removed.

D – Tighten nut with supplied  wrench.

Note: Save handle in the event 
you wish to reuse for service of 
E-Z Flush.

INSTALLATION STEP A STEP B

STEP C STEP D
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Using supplied battery compartment wrench,
remove battery compartment from the
E-Z Flush™ unit.

Load batteries into compartment tray (note position of batteries in tray), and
reinstall battery tray into the E-Z Flush unit.

Secure tray with battery compartment wrench. The last three turns of the
wrench will activate the E-Z Flush unit. The E-Z Flush System is now 
operational.

Your E-Z Flush unit comes preset from the factory. If special circumstances
require adjustment of the activation distance, see Step 7 – “To Change Sensor
Activation Distance.”

The E-Z Flush unit has a 10-minute start-up sequence in which the sensor
will flash the User-In-View yellow L.E.D. continuously as long as a user is in
view. After the start-up sequence is completed and when the sensor has a
user in view, the User-In-View yellow L.E.D. will flash only 3 times after a  
5-second delay. This delay prevents needless flushes when someone walks by.

ACTIVATION Remove Battery Compartment

Install Battery Compartment
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5 VISUAL INDICATOR GUIDE

USER-IN-VIEW L.E.D. Yellow light flashes 3 times –
after 5-second delay –  when a user is in view. The 
yellow light flashes constantly when a user is in view
during the 10-minute start-up sequence.

SENSOR

BATTERY L.E.D. Red light flashes indicating it is
time to replace batteries with 4 new “C” batteries.

COURTESY MANUAL FLUSH BUTTON  Allows
manual activation of flush when needed.
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Use battery compartment wrench to remove
battery compartment tray.

Pull cover off by rotating battery side forward
and out.

Sensor Adjustor Tool comes in a built-in storage
pocket. Replace after use.

ADJUSTING YOUR E-Z FLUSH

STEP A STEP B STEP C
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