Model No.
B-2867-04-F05

This Space for Architect/Engineer Approval

Job Name  Date

Model Specified  Quantity

Customer/Wholesaler

Contractor

Architect/Engineer

Product Specifications:
8" Concealed Widespread EasyInstall Mixing Faucet, Quarter-Turn Eterna Cartridges w/ Spring Checks, 4" Wrist Action Handles, Swivel Gooseneck w/ 0.5 GPM Non-Aerated Spray Device & 1/2" NPT Male Inlets w/ Coupling Nuts

Rough-In Requirement:
Center Shank: 2.25" [57mm] Mounting Holes
Hot/Cold Side: 2.5" [63mm] Mounting Holes

Swivel Gooseneck w/ B-0199-01-N05
0.5 GPM Non-Aerated Spray Device. Rigid Conversion Requires 014200-45 Lock Washer (Included)

Quarter-Turn Eterna Cartridges & 4" Wrist Action Handles w/ Color Coded Indexes

1/2" NPT Male Inlets w/ Coupling Nuts

Product Compliance:
ASME A112.18.1 / CSA B125.1
NSF 61 - Section 9
NSF 372 (Low Lead Content)
ANSI A117.1 (ADA)

Drawn: KJG  Checked: JRM  Approved: JHB  Date: 04/30/19  Scale: 1:5  Sheet: 1 of 2
Installation Repair Kit
Includes #7, (2)#14, & #15

Product Specifications:
8" Concealed Widespread EasyInstall Mixing Faucet, Quarter-Turn Eterna Cartridges w/ Spring Checks, 4" Wrist Action Handles, Swivel Gooseneck w/ 0.5 GPM Non-Aerated Spray Device & 1/2" NPT Male Inlets w/ Coupling Nuts

Product Compliance:
ASME A112.18.1 / CSA B125.1
NSF 61 - Section 9
NSF 372 (Low Lead Content)
ANSI A117.1 (ADA)